




















Y-STRAINER 199

DESCRIPTION

MODEL 159 Y-STRAINER
The 159 Y-Strainer
installs in the inlet piping

of the pilot s?/stem an
protects the pilot system
from solid contaminants
in the line fluid. It is the
standard strainer for water
service valves.

MODEL 139 Y-STRAINER MATRIX

MATERIAL | PART INLET/OUTLET | BLOW OFF A STD. [ USED ON
NUMBER (NPT) PORT (NP) MESH| VALVE SIZE
Bronze 660100 3/8 3/8 21116| 24 1 %"-6"
Bronze 660101 1/2 3/8 2 5/8 24 8"-10"
Bronze 660102 3/4 3/8 35/16 | 24 12"-16"
Stn. Steel 660700 3/8 14 2172 20 174"-6"
Stn. Steel 660701 112 1/4 2172 20 8"-10"
Stn. Steel 660702 3/4 1/4 31/8 20 12"-16"
STRAINER

a‘ MATERIALS

' Bronze, ASTM B62
Optional mesh sizes: 50,100

il
Stainless Steel, CF8-M (316)
Optional mesh sizes: 60, 80, 100
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FLOW
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Screens are stainless steel
BLOW OFF PORT

Reducing Valve
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sc“EMA“[: SYMB“ The Model 159 Y-Strainer is m
shown on OCV Valve
Schematics as: MAINTENANI:E Lﬂ
Routine cleaning and checking of the —
2 : Y-Strainer will aid in keeping the
~ control valve functioning properly.

» Pilot system isolation ball valves are =
supplied on valves equipped with the ﬂb
Model 159 Y-Strainer. These allow ——
flushing of the screen through the blow A —
EXAMPLE: Shown here on a off port, or removal of the screen itself (- —1
MODEL 127-3 Pressure for manual cleaning. =
=

: |

Glohal performance. Personal touch.



Gheck Valve 141-1

DESCRIPTION

The Model 141-1 Check Valve uses a
spring-loaded poppet that will

allow flow in one direction only.

It is the primary component

used on valves with a reverse

flow check function. Flow is

in the direction of the arrow

on the check valve body.

<(Check Valves shown
Stainless Steel & Brass

MODEL

141-1 MATERIAL| PART | INLET/OUTLET | LENGTH | USED ON

MATRIX NUMBER (NPT) VALVE SIZE
Bronze 681100 3/8 2 1 %"-6"
Bronze 681101 112 21/8 8"-10"
Bronze 681102 3/4 2 1/4 12"-16"
Stn. Steel | 681700 3/8 2516 | 1%"-6"
Stn. Steel | 681701 1/2 2 5/16 8"-10"
Stn. Steel | 681702 3/4 27/8 12"16"

sc“EMA'"[: The Model 141-1 Check Valve is shown on OCV Valve Schematics as:
SYMBOL Q

EXAMPLE: Shown here on a
MODEL 94-3 Check Valve.
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Glohal performance. Personal touch.

Check Valve 141-1
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LIMIT SWITCH
PART NO. 589000

— COLLAR
PART NO. 3i602I

SET SCREW
/PART NO. 530708

JAM NUT
PART NO. 59000l

BUSHING
PA"RT NO.300155 =
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MOUNTING

PLATE Ea—
PART NO. 316400
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ADAPTOR

PART NO. 300153
O-RING (NOT SHOWN)
PART NO. 611108

MOUNTING SCREW \_
PART NO. 530702 VALVE BONNET

(2) REQ'D

INDICATOR STEM

MODEL 150
LIMIT SWITCH ASSEMBLY






