





Needle Valve 141-2

DESCRIPTION

The Model 141-2 Needle Valve is an adjustable restriction device
installed in the control circuit tubing. The setting of the
needle valve meters the flow into and out of the main
valve diaphragm chamber, thus controlling the
response speed of the main valve. Depending

on the application, the needle valve may be

used as a closing speed control, opening

speed control, or both simultaneously.

<dNeedle Vaives shown
Sizes: 3/4" & 1/4"

MODEL 141-2

M A-"“x MATERIAL PART INLET/OUTLET A USED ON
NUMBER (NPT) VALVE SIZE*
Brass 683100 1/4 2 12
Brass 683101 3/8 21/4 26"
Brass 683102 112 25/8 8™-10"
Brass 683103 3/4 314 12°-16"
Stn. Steel 683700 1/4 2 1%-2
Stn. Steel 683702 3/8 21/4 2%-6"
- Stn. Steel 682704 112 2 5/8 810"
Stn. Steel 683703 3/4 35/8 12"-16"

Note: Needle valve size may vary on valve application. Consult factory.

sc“EMA“[: The Model 141-2 Needle Valve is shown on OCV Valve Schematics as: D‘%
SYMBOL

Closing Opening

St Spesd

EXAMPLE: Shown here on a
MODEL 115-3 DIGITAL VALVE as
separate opening and closing
speed controls.
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Glohal performance. Personal touch.
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Y-STRAINER 199

DESCRIPTION

MODEL 159 Y-STRAINER
The 159 Y-Strainer
installs in the inlet piping

of the pilot s?/stem an
protects the pilot system
from solid contaminants
in the line fluid. It is the
standard strainer for water
service valves.

MODEL 139 Y-STRAINER MATRIX

MATERIAL | PART INLET/OUTLET | BLOW OFF A STD. [ USED ON
NUMBER (NPT) PORT (NP) MESH| VALVE SIZE
Bronze 660100 3/8 3/8 21116| 24 1 %"-6"
Bronze 660101 1/2 3/8 2 5/8 24 8"-10"
Bronze 660102 3/4 3/8 35/16 | 24 12"-16"
Stn. Steel 660700 3/8 14 2172 20 174"-6"
Stn. Steel 660701 112 1/4 2172 20 8"-10"
Stn. Steel 660702 3/4 1/4 31/8 20 12"-16"
STRAINER

a‘ MATERIALS

' Bronze, ASTM B62
Optional mesh sizes: 50,100

il
Stainless Steel, CF8-M (316)
Optional mesh sizes: 60, 80, 100

—=

FLOW
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Screens are stainless steel
BLOW OFF PORT

Reducing Valve
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sc“EMA“[: SYMB“ The Model 159 Y-Strainer is m
shown on OCV Valve
Schematics as: MAINTENANI:E Lﬂ
Routine cleaning and checking of the —
2 : Y-Strainer will aid in keeping the
~ control valve functioning properly.

» Pilot system isolation ball valves are =
supplied on valves equipped with the ﬂb
Model 159 Y-Strainer. These allow ——
flushing of the screen through the blow A —
EXAMPLE: Shown here on a off port, or removal of the screen itself (- —1
MODEL 127-3 Pressure for manual cleaning. =
=

: |
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BALL VALVE 141-4

DESCRIPTION

The Model 141-4 Ball Valve is a Y4-turn shutoff device
used for isolating the pilot system from the main
valve. They are extremely useful for performing

routine maintenance and troubleshooting.

Ball valves are standard on water service valves;
optional on fuel service valves.

MODEL 141-4 MATRIX
MATERIAL PART INLET/QUTLET A B C USED ON
NUMBER (NPT) VALVE SIZE*

Bronze 680100 3/8 13/4 | 31/2 | 17/8 1 %"-6"
Bronze 680101 1/2 2 31/2 | 21/4 8"-10"
Bronze 680102 3/4 3 43/4 [21/4 12"-16"

Stn. Steel | 680700 3/8 2 33/4 |21/8 1 %"-6"

Stn. Steel | 680701 1/2 214 | 334 |21/2 8"-10"

Stn. Steel | 680702 3/4 3 43/4 [21/4 12"-16"

SCHEMATIC
SYMBOL

The Model 141-4 Ball Valve is
shown on OCV Valve

Schematics as:

EXAMPLE: Shown here on a
MODEL 127-4 Pressure
Reducing / Check Valve.
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